
 
1.  Push the PUSH BUTTON on the top of the unit and open  the Front Cover.  For ES-800, 
     Pull out tw o yellow  shipping latches.  For ES-400, remove Liquid Bag Basket, (See Fig. 2)  
      then pull the Control Box upw ards and take it out from the unit. 
2.  To install the unit, peel the double-sided tape on the back of the unit.  Open the front  
      cover of the unit.  Press f irmly on the back panel, w ith the unit opened, to adhere the unit    
      to a solid  surface. 
3.  Install batteries into the Battery Chamber on the Control Box.  (Fig. 3) - For 
     ES-800, the battery chamber is located on the back of the control box.  For ES-400, the 
     battery chamber is located on the bottom of the control box.  (Test operation by  
     depressing Activation Sw itch and plac ing hand under sensor).  Light w ill f lash Red/Green.   
     Unit is operational. 
4.  Replace the Control Box by sliding it dow n.  Must be f lush to bottom. 
5.  Liquid Bag — Pr ime the tube by squeezing 2-4 times before installing.  Make sure   
     f luid f low s easily from tip.   
6. To install Liquid Bag, pull the valve hose out and  dow n (Fig. 4), place the Liquid Bag on                
     the top of the Control Box, place the Hose in the Channel, make sure the Upper Collar  
     is beneath the upper notch and the Low er Collar f its into the low er notch.  (Fig. 1 C. -  
     Fig. 1 D.) 
7.  Close the front Case.  The Indicate Light w ill turn green and then turn off.  Installation 
     is now  complete. 
 

OPERATION / MAINTENANCE: 
 

1.  To activate fluid dispensing, place the hand within 2 inches under the dispenser  
     unit.  The Infrared (IR) sensor will activate automatically dispensing   
     approximately 1ml of liquid and green light will blink to show Dispenser is working. 
2.  If the red dispensing light stays on, battery replacement is needed. 
3. If dispensing light and sound are normal but solution is not dispensing: 
 A) Check Liquid Bag for replacement (if empty). (For installation of Liquid  Bag, refer 

to Step 5 of Installation Chapter). 
 B)  If liquid has not been used for some time, make sure to clean tip of valve hose to 

ensure proper dispensing.  
4   Cleaning:  Keep the surface of the Case clean.  Cold, clean water or neutral soap   
     can be used to clean the surface. 
5.  Only use Discovery ES-400 / ES-800 Liquid Bags for this dispenser.   
  DO NOT USE  CHEMICAL SOLV ENT.   KEEP THE  CONTROL BOX DRY AND CLEAN. 
 
 

 
 
 
 
 

 
 

ES-400 / ES-800 INCLUDES: 
§ Dispenser Case - Including front cover and back panel 
§ Control Box 
§ ES-400 / ES-800 Liquid Bag (Supplied separately) 
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INSTALLATION INSTRUCTIONS: 
CAUTION:  DO NOT INSTALL IN AREAS OF 
DIRECT SUNLIGHT, MAKE SURE  THERE 
ARE NOT WHITE SURFACES OR ANY OTHER 
STRONG REFLECTORS WITHIN 12 INCHES 
BELOW. 
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